
50 Hooked on SERVICE

Other dimensions available upon request.

Code
For cable diameter

in.

Weight / ea.
approx.

lbs.

Dimensions
in.

A B H

ANTS4-116 3/64 – 1/16 – 5/64 .002 43/64 .350 3/32

ANTS4-018 3/32 – 7/64 – 1/8 .004 45/64 .350 9/64

ANTS4-532 5/32 .006 51/64 .400 11/64

ANTS4-316 3/16 .010 1 .500 13/64

ANTS4-014 7/32 – 1/4 .015 1 13/32 .700 17/64

ANTS4-516 9/32 – 5/16 .035 1 51/64 .900 21/64

ANTS4-038 3/8 .085 2 1.000 25/64

AN Thimbles (stainless steel 304)

Code
Rope
Size
in.

Weight ea.
lbs.

BSS505-516 5/16 0.2
BSS505-038 3/8 0.2
BSS505-716 7/16 0.3
BSS505-012 1/2 0.3
BSS505-058 5/8 0.8
BSS505-034 3/4 1
BSS505-078 7/8 1.5
BSS505-001 1 2.2
BSS505-118 1 1/8 2.8
BSS505-114 1 1/4 2.5
BSS505-138 1 3/8 3.5
BSS505-112 1 1/2 3.8
BSS505-134 1 3/4 7
BSS505-002 2 8

Single Sleeves (stainless steel)

Code
For cable diameter

in.
Weight / each approx.

lbs.

SSOS-132 1/32 .001
SSOS-364 3/64 .002
SSOS-116 1/16 .002
SSOS-332 3/32 .003
SSOS-018 1/8 .004
SSOS-532 5/32 .014
SSOS-316 3/16 .023
SSOS-732 7/32 .031
SSOS-014 1/4 .044

Code
For cable diameter

in.
Weight / each approx.

lbs.

SSOS-516 5/16 .150
SSOS-038 3/8 .150
SSOS-716 7/16 .350
SSOS-012 1/2 .320
SSOS-058 5/8 .600
SSOS-034 3/4 1.00
SSOS-078 7/8 1.50
SSOS-001 1 2.00

Oval Sleeves (Stainless Steel 303)

Oval Sleeves (Stainless Steel 304)

Other dimensions available upon request.

Stainless Steel Accessories
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Standard
Code
304

For cable
diameter

in.

Weight / ea.
approx.

lbs.

Dimensions
in.

A B H

STDTS4-018 1/8 .006 .709 .394 .157

STDTS4-316 3/16 .014 .827 .512 .236

STDTS4-014 1/4 .024 1.063 .591 .276

STDTS4-516 5/16 .056 1.496 .866 .354

STDTS4-038 3/8 .073 1.614 .945 .394

STDTS4-012 1/2 .139 2.080 1.142 .551

STDTS4-058 5/8 .276 2.638 1.574 .709

STDTS4-034 3/4 .588 3.150 1.968 .866

STDTS4-078 7/8 .625 3.543 2.205 .945

STDTS4-001 1 .735 4.724 2.953 1.181

Heavy Duty
Code
316

For cable
diameter

in.

Weight / ea.
approx.

lbs.

Dimensions
in.

A B H O

HDTS6FS-316 3/16 0.04 1.35 0.71 0.23 0.05

HDTS6FS-014 1/4 0.08 1.60 0.90 0.28 0.07

HDTS6FS-516 5/16 0.14 1.85 1.08 0.35 0.07

HDTS6FS-038 3/8 0.25 2.00 1.12 0.40 0.11

HDTS6FS-012 1/2 0.53 2.62 1.52 0.55 0.15

HDTS6FS-058 5/8 0.70 3.00 1.78 0.65 0.15

HDTS6FS-034 3/4 1.25 3.83 2.02 0.85 0.22

HDTS6FS-078 7/8 1.50 4.08 2.30 0.95 0.22

HDTS6FS-001 1 2.50 4.80 2.56 1.12 0.22

Heavy Duty Thimbles (stainless steel 316)Standard Thimbles (stainless steel 304)

Code
For cable diameter

in.

Dimensions  in. Weight / ea.
lbs.A D

WRCS6-116 1/16 0.620 0.110 0.020

WRCS6-018 1/8 0.810 0.150 0.030

WRCS6-532 5/32 0.810 0.150 0.040

WRCS6-316 3/16 0.960 0.190 0.060

WRCS6-014 1/4 1.490 0.230 0.090

WRCS6-516 5/16 1.315 0.300 0.190

WRCS6-038 3/8 1.855 0.385 0.370

WRCS6-012 1/2 1.965 0.460 0.596

WRCS6-916 9/16 2.630 0.540 0.850

WRCS6-058 5/8 2.630 0.540 1.000

WRCS6-034 3/4 2.730 0.540 1.500

WRCS6-078 7/8 3.000 0.770 2.000

WRCS6-001 1 3.560 0.770 2.500

Code
For cable diameter

in.

Dimensions  in. Weight / ea.
lbs.A D

WRCS4-116 1/16 0.705 0.150 0.020

WRCS4-018 1/8 0.830 0.195 0.030

WRCS4-532 5/32 0.905 0.205 0.040

WRCS4-316 3/16 0.945 0.235 0.060

WRCS4-014 1/4 1.285 0.300 0.090

WRCS4-516 5/16 1.375 0.312 0.190

WRCS4-038 3/8 1.725 0.385 0.370

WRCS4-012 1/2 2.130 0.465 0.596

WRCS4-058 5/8 2.405 0.540 1.000

WRCS4-034 3/4 2.630 0.560 1.500

WRCS4-078 7/8 3.150 0.630 2.000

WRCS4-001 1 3.500 0.630 2.500

Wire Rope Clips (stainless steel 316)

Wire Rope Clips (stainless steel 304)
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Code
Working Load

Limit
Ton

Weight / ea.
lbs.

Dimensions
in.

E F G H J

ENS-014 400 0.04 1.20 1 0.62 1/4 0.50

ENS-516 700 0.08 1.55 1 5/16 0.75 5/16 0.62

ENS-038 1,000 0.13 1.92 1 5/8 0.97 3/8 0.76

ENS-012 2,000 0.26 2.38 2 1.17 1/2 0.95

ENS-058 3,200 0.53 2.81 2 1/2 1.34 5/8 1.19

ENS-034 4,700 0.75 3.36 2 3/4 1.57 3/4 1.32

Safety Factor 5:1

Eye Nuts (Stainless Steel)

Code
Working Load Limit

lbs.
Weight / ea.

lbs.

Dimensions
in.

D F G P

LEBS-014916 400 0.05 1/4 1 7/16 5/8 9/16

LEBS-516916 700 0.07 5/16 1 5/8 3/4 9/16

LEBS-0381116 1,000 0.13 3/8 2 1/8 15/16 11/16

LEBS-012078 2,000 0.30 1/2 2 7/16 1 1/8 7/8

LEBS-0581116 3,200 0.45 5/8 2 15/16 1 5/16 1 1/16

LEBS-034118 4,700 0.79 3/4 3 5/16 1 9/16 1 1/8

LEBS-034002 4,700 0.79 3/4 4 7/16 1 9/16 2

LEBS-0011516 7,500 1.65 1 4 1/2 2 1 5/16

Safety Factor 5:1

Code
Working

Load Limit
lbs.

Weight / ea.
lbs.

Dimensions
in.

D F G P Q

SNEBS-014004 370 0.06 1/4 4 13/16 .495 2 5/8 4

SNEBS-516412 625 0.13 5/16 5 7/8 .620 2 7/16 4 1/2

SNEBS-038412 930 0.20 3/8 5 1/4 .759 2 1/2 4 1/2

SNEBS-012006 1,700 0.33 1/2 7 3/4 1.021 3 6

Safety Factor 5:1

Lifting Eye Bolts (Stainless Steel 316)

Shoulder Nut Eye Bolts (Stainless Steel 316)

Code

Working
Load
Limit
lbs.

Weight / ea.
lbs.

Dimensions 
in.

D E F G P

HDSNEBS-014002 400 0.07 1/4 1.20 3 0.62 2.00

HDSNEBS-516004 700 0.16 5/16 1.55 5 1/4 0.75 4.00

HDSNEBS-038005 1,000 0.29 3/8 1.92 6 5/8 0.97 5.00

HDSNEBS-012006 2,000 0.61 1/2 2.38 7 7/8 1.17 6.00

HDSNEBS-058006 3,200 1.10 5/8 2.81 8 1/4 1.34 6.00

HDSNEBS-034006 4,700 1.60 3/4 3.36 8 5/8 1.57 6.00

HDSNEBS-001009 7,000 3.78 1 3.55 11 1/2 2.00 9.00

Safety Factor 5:1

Shoulder Nut Eye Bolts Heavy Duty (Stainless Steel 316)
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Code
For cable
diameter

in.

Weight / ea.
lbs.

Dimensions  in.

D
Before swaging

D
After swaging

G
Before swage

T
Before swage

X
Before swage

X
After swage

EY1-2 1/16 .015 0.160 0.138 0.264 0.218 1.500 1.809

EY1-3 3/32 .028 0.218 0.190 0.264 0.218 1.758 2.070

EY1-4 1/8 .033 0.250 0.219 0.264 0.218 2.088 2.401

EY1-5 5/32 .055 0.297 0.250 0.327 0.281 2.355 2.709

EY1-6 3/16 .090 0.359 0.313 0.389 0.359 2.750 3.147

EY1-7 7/32 .150 0.427 0.375 0.452 0.406 3.220 3.787

EY1-8 1/4 .250 0.494 0.488 0.514 0.468 3.625 4.282

EY1-9 9/32 .330 0.563 0.500 0.514 0.468 3.795 4.514

EY1-10 5/16 .500 0.635 0.563 0.640 0.593 4.495 5.274

EY1-12 3/8 .670 0.703 0.625 0.640 0.593 4.930 5.659

EY1-14 7/16 1.00 0.781 0.688 0.765 0.719 6.375 6.750

EY1-16 1/2 1.25 0.844 0.750 0.890 0.844 7.375 7.587

Marine Eyes EY1 (Stainless Steel)

Code
For Cable
Diameter

Thd. D
NF-3A or
UNF-3A

Dimensions
in.

C
D

Before swage
D

After swage
E

Before swage
E

After swage
P

BM21259-2 1/16 6-40 .188 .160 .138 2.473 2.650 1.045

BM21259-3 3/32 10-32 .250 .218 .190 2.879 2.996 1.204

BM21259-4 1/8 1/4-28 .313 .250 .219 3.333 3.589 1.376

BM21259-5 5/32 1/4-28 .313 .297 .250 3.627 3.972 1.376

BM21259-6 3/16 5/16-24 .375 .359 .313 4.002 4.170 1.458

BM21259-7 7/32 3/8-24 .438 .427 .375 4.516 4.812 1.625

BM21259-8 1/4 3/8-24 .500 .494 .438 4.937 5.236 1.750

BM21259-9 9/32 7/16-20 .625 .563 .500 5.391 5.750 1.875

BM21259-10 5/16 1/2-20 .688 .635 .563 5.844 6.266 2.000

BM21259-12 3/8 9/16-18 .750 .703 .625 6.656 7.069 2.250

BM21259-14 7/16 5/8-18 .812 .781 .688 7.437 7.910 2.500

BM21259-16 1/2 5/8-18 .875 .844 .750 8.187 8.742 2.500

Ben-Mor Threaded Studs (Stainless Steel)
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Code
E & E

Code
J & J

Size
Diameter x Take-Up

in.

Working Load Limit
lbs. Code

H & H

Size
Diameter x Take-Up

in.

Working Load Limit
lbs. Weight / ea.

lbs.
E & E / J & J H & H

TEES-316214 TJJS-316214 3/16 x 2 1/4 300 THHS-316212 3/16 x 2 1/2 100 0.10
TEES-014234 TJJS-014234 1/4 x 2 3/4 440 THHS-014003 1/4 x 3 200 0.20
TEES-516334 TJJS-516334 5/16 x 3 3/4 800 THHS-516004 5/16 x 4 400 0.37
TEES-038434 TJJS-038434 3/8 x 4 3/4 1,200 THHS-038006 3/8 x 6 700 0.60
TEES-012006 TJJS-012006 1/2 x 6 2,200 THHS-012006 1/2 x 6 1,000 1.25
TEES-058008 TJJS-058008 5/8 x 8 2,800 THHS-058008 5/8 x 8 1,500 2.38
TEES-034010 TJJS-034010 3/4 x 10 3,500 THHS-034010 3/4 x 10 2,000 4.00

Safety Factor 5:1

Precision Cast Turnbuckles (stainless steel 316)

HOOK & HOOK

EYE & EYE

JAW & JAW

Code
E & E

Code
J & J

Size
Diameter x Take-Up

in.

Working Load Limit
lbs. Code

H & H

Size
Diameter x Take-Up

in.

Working Load Limit
lbs. Weight / ea.

lbs.
E & E / J & J H & H

TEES-014004F TJJS-014004F 1/4 x 4 460 THHS-014004F 1/4 x 4 300 0.20
TEES-516412F TJJS-516412F 5/16 x 4 1/2 780 THHS-516412F 5/16 x 4 1/2 500 0.37
TEES-038006F TJJS-038006F 3/8 x 6 1,160 THHS-038006F 3/8 x 6 750 0.60
TEES-012006F TJJS-012006F 1/2 x 6 2,150 THHS-012006F 1/2 x 6 1,050 1.25
TEES-058006F TJJS-058006F 5/8 x 6 3,440 THHS-058006F 5/8 x 6 1,600 2.38
TEES-034006F TJJS-034006F 3/4 x 6 5,140 THHS-034006F 3/4 x 6 2,000 4.00

Safety Factor 5:1

Forged Turnbuckles (stainless steel 316)

EYE & EYE

JAW & JAW

HOOK & HOOK
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Code
For cable diameter

in.

Size
Diameter x Take-Up

in.

Weight / ea.
lbs.

TJS-018a 1/8 1/4 x 3 1/2 0.2
TJS-532a 5/32 1/4 x 3 1/2 0.2
TJS-532b 5/32 5/16 x 4 5/16 0.3
TJS-316a 3/16 5/16 x 4 5/16 0.3
TJS-316b 3/16 3/8 x 4 3/4 0.5
TJS-732a 7/32 3/8 x 4 3/4 0.5
TJS-014a 1/4 3/8 x 4 3/4 0.6
TJS-014b 1/4 1/2 x 5 7/8 0.6
TJS-932a 9/32 7/10 x 5 1/8 0.7
TJS-932b 9/32 1/2 x 5 7/8 1.0
TJS-516a 5/16 1/2 x 5 7/8 1.8
TJS-516b 5/16 5/8 x 7 1/2 1.9
TJS-038a 3/8 5/8 x 7 1/2 2.0
TJS-038b 3/8 3/4 x 8 5/8 3.7
TJS-012a 1/2 3/4 x 8 5/8 3.8

Jaw and swage terminals (stainless steel 316)

Code
Size
in.

Working Load Limit
lbs.

Weight ea.
lbs.

Dimensions (in.)

A D G H L T

SPCS-316S6 3/16 400 0.03 0.765 0.200 0.210 0.461 0.188 0.400
SPCS-014S6 1/4 720 0.06 0.820 0.230 0.260 0.480 0.226 0.425
SPCS-516S6 5/16 1,060 0.16 1.070 0.302 0.325 0.672 0.305 0.620
SPCS-038S6 3/8 1,600 0.24 1.400 0.388 0.400 0.812 0.380 0.770
SPCS-012S6 1/2 2,800 0.40 1.810 0.500 0.525 1.000 0.465 1.020
SPCS-058S6 5/8 4,400 1.00 1.900 0.586 0.637 1.250 0.626 1.150

Safety Factor 5:1

Do not use for lifting. Lifting application available on request.

Screw Pin Shackles, chain type (stainless steel 316)

Do not use for lifting. Lifting application available on request.

Code
Size
in.

Working Load Limit
lbs.

Weight ea.
lbs.

Dimensions (in.)

A B D G H L T

SPAS-316S6 3/16 400 0.03 0.740 0.622 0.206 0.220 0.375 0.200 0.448
SPAS-014S6 1/4 720 0.06 0.820 0.960 0.232 0.268 0.526 0.225 0.500
SPAS-516S6 5/16 1,060 0.16 1.350 1.120 0.305 0.335 0.660 0.308 0.625
SPAS-038S6 3/8 1,600 0.24 1.520 1.280 0.415 0.427 0.820 0.386 0.780
SPAS-716S6 7/16 2,200 0.50 2.100 1.640 0.464 0.497 0.960 0.464 0.933
SPAS-012S6 1/2 2,800 0.40 2.000 1.520 0.450 0.520 1.060 0.462 1.010
SPAS-058S6 5/8 4,400 1.00 2.900 2.130 0.620 0.635 0.122 0.600 1.250
SPAS-034S6 3/4 6,400 1.61 2.900 2.450 0.767 0.845 1.570 0.767 1.550
SPAS-078S6 7/8 8,800 2.53 3.350 2.190 0.875 1.040 1.400 0.965 2.000
SPAS-001S6 1 15,500 3.60 4.400 3.400 0.970 1.100 2.000 0.958 2.000

Safety Factor 5:1

Screw Pin Shackles, bow type (stainless steel 316)
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Code
Diameter

in.

Dimensions
in.

C D J L T

2161-02 1/16 .454 .188 .088 1 1/16 .042

2161-03 3/32 .616 .188 .103 1 1/2 .049

2161-04 1/8 .638 .188 .190 1 5/8 .093

2161-05 5/32 .699 .250 .197 1 15/16 .096

2161-06 3/16 .750 .313 .255 2 3/16 .125

Code
Diameter

in.

Dimensions
in.

C D G L T

3161-02 1/16 .454 .188 .088 1 1/16 .042

3161-03 3/32 .616 .188 .108 1 1/2 .049

3161-04 1/8 .638 .188 .195 1 5/8 .093

3161-05 5/32 .699 .250 .202 1 15/16 .096

3161-06 3/16 .750 .313 .260 2 3/16 .125

Stainless Strap Eyes (Stainless Steel)

Stainless Strap Forks (Stainless Steel)

Code
Working Load

Limit
lbs

Weight / ea.
lbs

Dimensions
in.

D
E F

G
Minin. mm

S11-1 120 0.04 3/16 5 1.97 1.609 0.197
S11-2 160 0.06 1/4 6 2.36 1.945 0.197
S11-3 300 0.15 5/16 8 3.15 2.578 0.315
S11-4 400 0.32 3/8 10 3.94 3.146 0.394
S11-5 700 0.60 1/2 12 5.51 4.678 0.512

Safety Factor 5:1

Carbine Snap Hooks (stainless steel 316)

Code
Working Load

Limit
lbs 

Weight / ea.
lbs

Dimensions
in.

D
E F G

in. mm

S9-1 100 0.04 3/16 5 1.97 1.553 0.197
S9-2 140 0.06 1/4 6 2.36 1.918 0.197
S9-3 240 0.15 5/16 8 3.15 2.471 0.315
S9-4 400 0.32 3/8 10 3.94 3.036 0.394
S9-5 560 0.60 1/2 12 5.51 4.516 0.512

Carbine Snap Hooks with Eyelets (staInless steel 316)

Code
Weight / ea.

lbs

Dimensions
in.

D 
E F

in. mm

SHS-018 0.01 1/8 3 1.35 1.142

SHS-532 0.02 5/32 4 1.61 1.116

SHS-316 0.03 3/16 5 1.98 1.490

SHS-014 0.07 1/4 6 2.10 1.809

SHS-516 0.15 5/16 8 2.42 2.075

“S” Hooks (stainless steel 316)
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Code 
Working Load Limit

lbs.
Weight / ea.

lbs.

Dimensions
in.

F H

S2-1 120 0.128 3 5/16 3/4
S2-2 150 0.204 3 7/8 3/4

Code 
Working Load Limit

lbs.
Weight / ea.

lbs.

Dimensions
in.

F H

S1-1 140 0.052 2 1/16 3/8
S1-2 240 0.106 2 7/8 5/8
S1-3 320 0.165 3 5/16 3/4

Code 
Working Load Limit

lbs.
Weight / ea.

lbs.

Dimensions
in.

F H

S7-1 500 0.26 4 1/8 3/4
S7-2 600 0.42 4 3/4 1 1/8

Code
Working Load

Limit
lbs.

Weight ea.
lbs.

Dimensions
in.

B D E F H

SH4-014 770 0.42 0.87 1/4 4.65 3.607 0.68

SH5-516 1,430 0.72 1.10 5/16 5.50 4.210 0.76

SH6-038 2,200 1.16 1.10 3/8 6.25 4.752 0.79

SH8-012 3,300 2.34 1.42 1/2 7.87 5.875 1.18

Safety Factor 4:1

Code
For chain

size
in.

Working Load
Limit
lbs.

Weight / ea.
lbs.

Dimensions
in.

D F G H

EHS-014 1/4 900 0.35 1/4 2.54 0.53 0.68

EHS-516 5/16 1,250 0.55 5/16 2.85 0.64 0.70

EHS-038 3/8 2,000 0.92 3/8 3.28 0.71 0.80

EHS-012 1/2 3,000 1.90 1/2 4.17 0.94 1.02

Safety Factor 5:1

Eye Hooks (stainless steel 316)

Swivel Hooks (stainless steel 316)

Swivel Eye Snaps (stainless steel  316)

Safety Snap Hooks (stainless steel 316)

Fixed Eye Snaps (stainless steel  316)

Code
Working Load

Limit
Lbs

Weight / ea.
lbs

Dimensions
in.

A B
D

in. mm

QLS-018 450 0.03 1.00 0.335 1/8 3
QLS-316 1,200 0.06 1.40 0.512 3/16 5
QLS-014 1,400 0.09 1.77 0.571 1/4 6
QLS-516 2,400 0.18 2.28 0.689 5/16 8
QLS-038 3,200 0.28 2.72 0.808 3/8 10
QLS-012 5,500 0.70 3.17 0.925 1/2 12

Safety Factor 2.5 : 1

Quick links (stainless steel 316)




